INSULATED RING TERMINALS SV 7\

These ring terminals are perfect for connecting cables to studs on fuse holders, power

distribution units, junction blocks etc.
Dimensions in MM

Part Number Image Wire (mm?) A B C D Thickness Colour

1853050 | 0.25-1.0 32 5.5 18 10.5 0.75 Red )

1853060 | 0.25-1.0 3.7 55 18 10.5 0.75 Red |

1853150 [ 0.25-1.0 53 8 21.5 10.5 0.75 Red u

1853200 | 0.25-1.0 64 1l1.6 274 105 0.75 Red u

1853250 [ 0.25-1.0 84 Il.e 274 105 0.75 Red u

1857100 2 1.0-2.5 4.3 85 23 11 0.8 Blue u

1857150 2 1.0-2.5 53 8.5 23 Il 0.8 Blue u

1857200 2 1.0-2.5 6.4 12 28 Il 0.8 Blue u

1857250 2 1.0-2.5 8.4 12 28 Il 0.8 Blue n §

1863100 3 2.5-6.0 43 72 23.5 14 1.0 Yellow

1863150 3 2.5-6.0 53 9.5 27 14 1.0 Yellow

1863200 3 2.5-6.0 6.4 12 305 14 1.0 Yellow

1863250 3 2.5-6.0 84 I5 352 14 1.0 Yellow

1863300 3 2.5-6.0 10.4 15 352 14 1.0 Yellow

Insulation: PA66
Terminal: Cu-Sn (tin bronze)
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Crimping Tools
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