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Part Number
152001KIT1

152001KIT2

Part Number
152001
152900
913-550
913-653
913-654

Fuse Holder Kit ;s Include
Fuse holder kit, includes fuse holder body, cover,
2 x screws & 2 x 2.5 - 6mm², 4 x washers terminals ( )
Fuse holder kit, includes fuse holder body, cover,
2 x screws & 2 x 5 - 10mm², 4 x washers terminals ( )

Individual Component Ordering
Maxi f black body 01520001use holder
Protective clear fuse holder 01520900cover
M5 x 8 Screw, split washer and flat washer
Ring tongue terminal 2.5 - 6mm² ( 12-10AWG)*, #
Ring tongue terminal 5 - 10mm² ( 10 - 8AWG)*, .0 #

Description
Fuse holder with black cover

Description
Fuse holder with black cover
Fuse holder with clear cover

Rating: Voltage:60A 32VDC
Terminals: Cover:Copper alloy Translucent thermoplastic
Body: hermoplastic (UL 94HB)T , V-2Ignition Protection:
Feature: Only 2 fuse blocks may be ganged together with a

maximum fuse rating of 50A per block.
Notes: This product will accept original Littelfuse Maxionly

b Fuse is not included.lade fuses (299 / 999 series).
*It is recommended that cross linked polyethelene (GLX)

insulated wire be used .. Contact sales for more information

Part Number
MAHC0001

80

Fuse Holder BodyFuse Holder Cover

MFHC

Mounting

M5Hole

Rating: Voltage:60A 32VDC
Wire: 2 x 1 0mm leads of 13mm² # AWG red.5 6
Body Material: PVC
Pack Size: 1, 10, 100
Notes: rotective cover permits use in harshP

under hood environments. The clear cover

allows LED Maxi fuses to be clearly seen.

Part Number
MFHC
MFHCLR6

Dimensions in MM

RoHS Dimensions in MM

Dimensions in MM
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RELATED PRODUCTS:
Maxi fuse 18see page
LED see pageMaxi fuse 18

RELATED PRODUCTS:
Maxi fuse 18see page
LED see pageMaxi fuse 18

MAXI FUSE IN-LINE HOLDER SPLASH PROOFS

MAXI FUSE IN-LINE HOLDERS - GANGABLE

MAXI FUSE IN-LINE HOLDER SPLASH PROOF

IP67PROTECTED

IGNITION

Rating: Voltage:60A 32VDC
Wire: 2 x 127mm leads of 13mm² 6AWG# black.
Ignition Protection: V-2
Ignition Proof: UL-94
Pack Size: 1, 10, 100
Feature: Protective cover permits use in harsh

under hood environments. Mounting hole also

permits easy bulkhead installation. Permits 2 or

more holders to be mounted together.
Approvals:

IP67

NEW

127mm 6.7 Dia. Mounting Hole

MFHCLR6
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Email: @info prolecproducts.com.au
prolecproducts.com.auWeb: www.


